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ABSTRACT

The standard U.S. Army chemical warfare decontami-
nant DS2 has been studied for shipboard applicability. Ex-
perimentation was conducted by staff personnel of the ABC
School, Treasure Island, California. Single and multiple
treatments of DS2 and DANC were compared with water-
washdown plus aeration in effectiveness against mustard gas
absorbed in Navy paint. Residual mustard gas in paint was
evaluated via the vapor source strength, as determined by
the NRL Vaporator and the Ml 5 CW Agent Detector kit. When
all treatments were preceded by thorough washdown, single
treatments with DS2 or DANC were two to four times as
effective as simple aeration. Multiple applications of DS2
were of very limited value.

PROBLEM STATUS

This is an i n t e r i m report; work on the problem is
continuing.

AUTHORIZATION

NRL Problem C08-22
Project No. SF 011-08-09-1726

Manuscript submitted October 1, 1964.
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FIELD DECONTAMINATION STUDIES WrrH CHEMICAL WARFARE
DECONTAMINATING SOLUTION DS2

BACKGROUND

As a result of the favorable properties reported for the U.S. Army Chemical Corps'
chemical warfare decontaminant DS2, tests of this material under shipboard conditions
appeared desiraule. Accordingly, the Bureau of Ships requested the ABC Defense School,
Treasure Island, to submit plans for conduct of the tests by its own staff. It was expected
that this group would be capable of performing the evaluation both efficiently and from a
shipboard point of view.

Test plans were developed by the Treasure Island group and forwarded to the Bureau
of Ships. The plans were studied by the Bureau and this Laboratory and approved with
minor changes. A target of January 1959, was set for the test period, at which time a
supply of DS2 could be supplied through the cooperation of the U.S. Army Chemical Corps.

The chemical warfare agent chosen for the DS2 evaluation tests was mustard gas
(HD). Laboratory tests by the Chemical Corps had shown that mustard is the most dif-
ficult of the common persistent CW agents to decontaminate with DS2 (1). In addition,
mustard was readily available at the ABC school, is safe to handle with reasonable pre-
cautions, and is capable of punishing the careless or unprotected worker by burns of
varying severity.

INTRODUCTION

It is believed that limited quantities of a chemical decontaminant for persistent chem-
ical warfare agents should be carr*ed aboard ships of the U.S. Navy. Such a material need
not be completely effective; it is in fact unlikely that any practical decontaminant will be
found which can rapidly and completely neutralize mustard gas, for example, which has
been absorbed in a ship's external paintwork, without also removing or weakening the
paint. This is not a serious difficulty, however, for it has become clear in recent years
that, unless paint is saturated with a chemical warfare agent (a situation which is improb-
able over any considerable areaof a ship), the removal of the surface film of the agent will
solve adequately most of the operational problems of CW contamination.

It is at present believed that the major part of a ship's topside area can be sufficiently
cleansed of surface films of CW contaminants by the combined use of the washdown system
and firehoses, possibly augmented by surface-active materials, emulsion cleaners, or
solvents. More complete removal or neutralization of surface films of CW agents on small
but especially important areas may require a chemical decontaminant. This more complete
treatment is believed to be required only for surfaces or materials which must be frequently
handled or traversed, which are in close proximity with certain critical duty stations, or
which appear to have a high probability of being touched inadvertently by the unprotected
skin.

A candidate for a limited-service shipboard CW decontaminant is the U.S. Army's
DS2 (Decontaminating Solution No. 2) (Ref. 1). This liquid material is a mixture of 70-
percent diethylenetriamine (DETA), 28-percent methyl Cellosolve and 2-percent sodium
hydroxide by weight. Certain engineering tests of DS2 and a related spray applicator, the
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E17R1 Decontaminating Apparatus, are covered by a Dugway Proving Ground Report (2).
No data exist on the effectiveness of DS2 in shipboard environments, and the application
techniques best adapted to shipboard use. Some factors which sharply distinguish the
shipboard decontamination problem from that ashore are: (a) the general use on navyf Eships of paints which are more sensitive to solvents than the paints common to shore or
aircraft applications, and (b) the availability of essentially unlimited amounts of water,
via the shipboard washdown systems and firehoses, for use in decontamination.

The preliminary trials in the evaluation of DS2 at Treasure Island were designed in 9
part to compare the decontamination effectiveness of DS2 with an obsolete but effective
decontaminant DANC, whose performance in a navy environment is well known (3). In
addition, the preliminary trials were intended to explore some variations in the methods
by which DS2 might be used at sea.

DANC (Decontaminating Agent, NonCorrosive) is a 1 to 15 solution (by weight) of an
active-chlorine compound dichlorodimethylhydantoin (RH 195) in the solvent tetrachloro-
thane (TCE). While effective against mustard gas and the V agents, DANC fails to neu-
tralize G agents; corrodes metals in contact with moisture; and swells and damages
paints, rubbers, and plastics. Inhalation of tho vapor of TCE or absorption of the liquid
through the skin has the characteristic toxic effects of chlorinated solvents. Recognition
of these undesirable properties after World War II caused the Navy to discard DANC for
shipboard use.

Many of the physico-chemical properties of DS2 are in contrast with those of DANC.
DS2 has about four times the viscosity of DANC, so that it drains more slowly from ver-
tical surfaces, and leaves a thicker film. DS2 is also essentially nonevaporating. These
two properties would appear to extend the active lifetime of DS2, on a contaminated ver-
tical surface, well beyond that of DANC. However, the chemical reaction between DS2
and mustard gas is inherently slower than the DANC and mustard gas reaction. More-
over, three side reactions between components of DS2 and the atmosphere act gradually
to reduce decontamination effectiveness. These are (a) the reaction of atmospheric
carbon dioxide with DS2's sodium hydroxide to form sodium carbonate; (b) the reaction
of carbon dioxide with the amine DETA, which comprises 70 percent of DS2, to form a
solid amine carbonate; and (c) the absorption of water.

The net effect of these complexities could not be predicted and operational tests were
required for useful evaluation.

TECHNIQUE FOR MEASURING RESIDUAL CW CONTAMINATION

It was agreed by the Bureau of Ships, the ABC School, and this Laboratory that a
convenient ind realistic means of evaluating DS2 and competitive decontaminants would
be the meaqurement of the rate of vaporization of the residual mustard remaining after
a decontamination procedure. The use of this criterion appeared to be a practical one in
the test operations, and also was believed to have the following advantages if extended
in the future to fleet use:

1. The evaporation rate of a CW agent uniformly adsorbed in paint, wood, or other
substrate is simply related to the nature of the substrate and the concentration of agent
in it, assuming a wind speed substantially greater than zero.

2. The evaporation rate of a CW agent from shipboard surfaces is a controlling fac-
tor in the CW vapor hazard to the ship's crew.

3. The evaporation rate of a CW agent from shipboard surfaces is in fact the rate at

which decontamination by aeration Is taking place.
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With the recognition of the usefulness of a vaporization meter, there was also the
realization that the only conventional field devices and methods which could provide evap-
oration data are inadequate under the conditions of use. These give results highly depen-
dent on wind speed and direction, in most cases require laborbtory services, and are
subject to other major errors. Accordingly, this Laboratory produced a new vaporization
device, the Vaporator, which is small, light, cheap, axquately accurate, and intended to be
operated by anyone capablE of using the MI5 ,.W Agent Detector Kit (4).

Readings of vaporization rates with the Vaporator can be obtained either in absolute
units, such as micrograms per square centimeter pe' minute. or in units relative to
some convenient standard, such as a free liquid sit-face of the pure CW agent.

A modification of the first method was chosen for the Treasure Island DS2 studies.
In these, the volume of air sampled was standardized at about 400 ml which was obtained
with twelve compressions of the rubber sampling bulb of tie MIt' Adt. This automatically
set the sampling period at about twenfir-four seconds, since the nc, mal operating cycle of
the bulb occupies two seconds. After the standard air sample was aspirated through a
blue-band tube of the M15 Chemical Warfare Agent Detector Kit, the tube was heated for
two minutes at about 100 0C, a condition which had been found to result in maximum devel-
opment in the blue-band tube test for mustard gas. After development of the tubes, they
were compared with a photographic standard scale prepared in this Laboratory; hereafter
referred to as the Mustard Quantity Scale. This scale is illustrated in Fig. 1. The color
numbers are converted to micrograms of mustard in Table 1.

Table 1
Mustard Quantity Scale

(Color Numbers vs
Micrograms Mustard)

Color Micrograms
Number* Mustard

1 0
2 0.05

3 0.1

4 0.25

5 0.5

6 1

7 2.5

8 5

9 10

10 20 Fig. I - Mustard Quantity Scale - Blue-band

11 40 tubes of MI5 CW Agent Detector Kit

It is perhaps well to emphasize that successive color numbers differ by a
factor of two in quantity of mustard. Where the difference factor is not exactly
two, it is because round numbers were chosen for greater~convenience in any
future operational service of the Vaporator. In comparing color numbers not
adjacent on the scale, it can be seen that the corresponding quantities of mustard
differ (exactly or nearly so) by two raised to the power given by subtracting the
smaller number from the larger.
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A new technique for heating the blue-band tubes in a well-controlled manner under
field conditions appeared necessary also. Since the technique should be adaptable to
possible general shipboard use, it should use a device or devices which would be small,
rugged, inexpensive, and foolproof. Of several methods considered, the best consisted of
a 5000-ohm 10-watt Brown Devil resistor connected directly to a 120-volt AC male plug.
The 5-mm bore and 1-3/4-inch length of these "furnaces" contain the 5-mm X 1-5/8-inch
blue-band tubes with precision, as shown in Figs. 2 and 3. The desired temperature is
maintained automatically, while dissipating only 3 watts, as long as the furnace is not
exposed to strong currents of air. This condition was met at the Treasure Island outdoor
test site by using standard switch boxes to enclose the furnaces. In this way, vapor source
strength tests were completed outdoors at the test site immediately after Vaporator sam-
ples were taken. The assembled furnace weighs less than 1-1/2 ounces and costs about a
dollar.r

~(

I '

Fig. 2 - "Brown Devil" Fig. 3 - Resistor with blue-band
resistor (5000-ohm 10- tube partly inserted
watt) used for heating
blue-band tubes

PRELIMINARY TRIALS

General

To explore the effect of a number of decontamination variables, ten preliminary trials
were made (Table 2). In all cases the test surfaces were 1/8-inch painted or unpainted
steel plates 18 X 18 inches (Fig. 4). The painted plates had received 2 coats of red lead
primer and 3 coats of navy haze gray paint (formula 5H) and had weathered outdoors for
3 weeks before the decontamination trials.

Contamination of the panels was in all cases at a contamination density of approxi-
mately 1 ounce per square yard. This is a very heavy contamination and, if applied to
smooth vertical surfaces, represents essentially complete coverage plus some runoff.
In some cases the musta-d was sprayed onto the plate from a hypodermic syringe; in
others it was applied uniformly with a paint brush.
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• if,

Fig. 4 Typical steel plate used
in these trials

Repeated Vaporator readings on each panel were always made at the same selected
spot near the center of the panel with a heavy deposit of mustard. The several Vaporators
themselves were found to have zero or negligible contamination after use. The standard
air sample aspirated over the panels Was 400 ml which was obtained by 12 bulb compres-
sions of the M15 detector kit bulb.

In general, decontamination was started 10 minutes after mustard application and
further decontamination treatments were approximately 30 and 60 minutes after the first
one. There were some variations to this schedule. The quantities of decontaminants
used were not measured, but in all cases they were considered just sufficient to insure
formation of a continuous film of the solution used. This probabJy resulted in a larger
volume ol DS2 than DANC per application when they were used competitively; the former
solution is more viscous and consequently forms a thicker film. All hosing of the rlates
was done with a standard firehose and nozzle with a pressure of 110 psi. Scrubbing or
brushing the plates was done in a uniform manner.

Trial I

This trial was undertaken to assay the decontamination effectiveness of the develop-
mental chemical warfare decontaminant DS2 compared with the older decontaminant DANC.
The test surfaces were chosen to simulate vertical painted bulkheads. It was thought that
the vertical orientation would bring out differences in the effectiveness of the two decon-
taminants based on differences in viscosity,* evaporation rate, and speed of the chemical

*The room-temperature viscosity of DS2 is about 8 cp; of DANC, about 2 cp. In
addition the viscosity of DS2 increases as it absorbs carbon dioxide from the air,
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reactions involved in the decontaminating action. DANC has a low viscosity and rapidly
drains to a very thin film on a vertical surface. The solvent component also evaporates
rapidly (about as fast as water) and the dry deposit of RH195 crystals remaining after the
evaporation of the solvent has little or no decontaminating effect. As a result, DANC
applied to a vertical surface has a relatively short period in which to act. As a compen-
sating factor, the chemical reactions between DANC and mustard gas are known to be
fast.

Two painted steel plates, vertically supported, were used in this trial. The total
paint thickness is unknown but can be assumed to be between 0.005 and 0.010 inch on the
basis of the number of coats applied (5). The plates were sprayed with mustard gps from
a hypodermic syringe to give a coverage of about 1 ounce per square yard. The chstribk-
tion was unavoidably streaked and uneven.

Ten minutes after contamination, one plate was sprayed with DANC and the other
with DS2. Both solutions were applied with M1 decontamination sprayers. These are
hand-operated compressed-air devices similar to 3-gallon garden sprayers. The quan-
tities of decontaminants were not measured but were considered just sufficient to cover
the surfaces adequately. Vaporator readings were taken on each plate 15 minutes after
application of the decontaminants. Thirty minutes after the initial contamination, the
decontaminants were reapplied, and Vaporator readings taken 15 minutes later. At 70
minutes after contamination, each plate was flushed with a firehose stream; Vaporator
readings were taken 5 minutes later. Vaporator readings (Table 3) on the DANC plate
were 12/5, 12/4, and 12/1, respectively, and those on the DS2 plate were 12/10, 12/10,
and 12/4. A Vaporator reading of 12/5, for example, signifies 12 compressions of the
rubber sampling bulb of the M15 chemical warfare agent detector kit, plus a color inten-
sity in the blue-band tube test corresponding to tube five, i.e., a mustard color number of
five. More specifically, in view of the 24-second sampling period dictated by the 12 bulb
compressions, and the 20-square-centimeters sampling area of the Vaporator, 12/5 also
signifies a mustard evaporation rate of 0.5 microgram per 30 square centimeters per 24
seconds, or 0.04 microgram per square centimeter per minute.

Table 3
Experimental Results of Trial I

Vaporator Readings

Operation Date/Time Plate A Plate B

(DANC) (DS2)

HD Applied 031400

Decontaminants Applied 031410

Vaporator Tests 031425 12/5 12,/10

Decontaminants Applied 031430

Vaporator Tests 031445 12/4 12/10

Firehosing 031510

Vaporator Tests 031515 12/1 12/4
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Both decontaminants damaged the navy 5H paint severely. DANC removed spots of
haze gray paint but left all of the red lead primer intact; the remaining paint rehardened
in less than an hour. DS2 removed most of the haze gray paint and spots of red lead down
to the base metal; in this case the paint surfaces remained soft and pliable for about two
hours. Part of the solvent sensitivity of the painted surfaces used in the preliminary
trials is attributed to the fact that the coatings were relatively fresh. An additional fac-
tor is that DANC and DS2 are both designed for decontamination of Army vehicles and
equipment. The baked enamels and lacquers used on such material would be expected to
surpass the air-drying Navy shipboard paints and enamels in resistance to the decontam-
ination agents investigated in the Treasure Island studies.

Figures 5 and 6 show the DANC plate and the DS2 plate, respectively, after five months
of outdoor weathering following decontamination.

Fig. 5 - Steel plate used for DANC de-
- .. . contamination in Trial I after five

"months of outdoor weathering following
decontamination

S- - . ,... ."

Fig. 6 Steel plate used for DS2 de-
contamination in Trial I after five i
months of outdoor weathering following
decontamination J,
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The surface temperatures of the two plates remained constant at 85°F throughout the
trial. These were measured with bimetallic surface thermometers placed on plates iden-
tical with those under test. The air temperature was 66 0F.

It is evident that DANC is superior to DS2 on Navy haze gray paint when used to decon-
taminate mustard gas under the conditions of these trials. The vapor source strengths of
heavily contaminated painted surfaces given two applications of decontaminants plus a fire-
hosing differed by three color numbers (a factor of 23 or 8); the DANC-treated panel show-
ing the lowest vapor source strength.

Trials H-IV

The decontamination procedures used in these trials (Table 4) were similar to those
of Trial 1. However, in contrast with Trial I, the steel plates were unpainted and positioned
horizontally. Bare steel plates were chosen to avoid the complicating effects of agent
absorption in paint. The horizontal arrangement represented a deck situation. One of
these plates is shown in Fig. 4; the vertical position was to aid photography. The plate
temperatures remained at 61°F during Trials II to IV.

In Trial fI, the two unpainted steel plates were sprayed with mustard gas from a
hypodermic syringe to give a coverage of about 1 ounDe per square yard. As before, the
distribution was streaked and uneven. The two decontaminants were used in three appli-
cations at 10, 40, and 70 minutes after contamination, and water hosing done at 100 min-
utes after contamination. Vaporator readings were taken 15 minutes after each decon-
tarminant spray, but 5 minutes after hosihg. The readings for the DANC plate were 12/5,
12/5, 12/3, and 12/8; for the DS2 plate they were 12/10, 12/2, 12/1, and 12/1.

Because of the seemingly anomalous results of Trial II, Trial M was undertaken. In
Trial m, the same plates were contaminated, decontaminated once in the same manner
as before, and Vaporator readings taken before hosing. The readings were 12/8 for the
DANC plate and 12/1 for the DS2 plate.

Trial IV used the same plates and decontamination procedures as the previous trials,
but included two decontaminant applications and a final hosing, corresponding to Trial I.
The schedule specified the first decontamination 10 minutes after mustard was sprayed
on the plates, and Vaporator readings 15 minutes after decontamination. This 15-minute
interval allowed substantially for complete evaporation of the DANC solvent but left a
continuous film of DS2 on the other plate. This cycle was repeated beginning 40 minutes
after contamination, and the hosing was carried out 70 minutes after contamination. The
readings for the DANC plate were 12/8, 12/3, and 12/2; and for the DS2 plate were 12/10,
12/9, and 12/4. These data correspond reasonably well with those of Trial I.

Trials U and m might be dismissed as anomalous in the light of Trial I, and Trial IV
accepted as normal. However, the data were rechecked and it is believed that they are
correct. The apparent inconsistencies in the data are believed to be related to the follow-
ing effects:

1. Insufficient decontaminant may have been added to react completely with the CW
agent present. In this case, no matter how thorough the mixing of decontaminant and
agent, a residue of the latter will remain. This situation is more likely to occur where
there is gross, visible contamination of the surface which has not been removed by hosing
or washdown.

2. Enough, or more than enough, decontaminant was added to neutralize the agent
present, but incomplete mixing may have resulted in 4hot spots" of unneutralized agent.

mnmmmm mlnmm • mlllm nnlmmmmlim mmmm ,,mmuummm •Imm• mo•i• =m~ im ~ mwm • w~l • • =•=amm• • • I
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Table 4
Experimental Results of Trials H-IV

Vaporator Readings

Operation Date/Time Plate A Plate B

(DANC) (DS2)

Trial I1

AID Applied 041000
Decontaminants Applied 041010
Vaporator Tests 041025 12/5 12/10
Decontaminants Applied 041040
Vaporator Tests 041055 12/5 12/2
Decontaminants Applied 041110
Vaporator Tests 041125 12/3 12/1
Firehosing 041140
Vaporator Tests 041145 12/8* 12/1*

Trial Il

HD Applied 041300
Decontaminants Applied 041310
Vaporator Tests 041325 12/8 12/1

Trial IV

HD Applied 041400
Decontaminants Applied 041410
Vaporator Tests 041425 12/8 12/10
Decontaminants Applied 041440
Vaporator Tests 041455 12/3 12/9
Firehosing 041510
Vaporator Tests 041515 12/2 12/4

* These figures were originally 50/10 and 50/3, equivalent

to those given.

This situation, too, is more likely to occur where the pretreatment by washdown or hosing
is lacking or ineffecti',e, or where a horizontal surface restricts spread of the agent and
its mixing with the decontaminant by gravity flow. The hot spots may be exposed and
continue to evolve agent vapor, or they may be covered with a nonvolatile liquid decon-
taminant, such as DS2, so that they are temporarily masked. Briefly, it is believed that
the contamination and decontamination conditions of these trials can, in fact, result in the
extremely wide variation in decontamination effectiveness shown in Table 4.

In this'particular experiment we can easily calculate the quantity of DS2 which must
be added to neutralize completely the HD present. Jackson states that DS2 will destroy
2.5% of its weight of HD in 10 minutes at room temperature, provided that thorough and
complete mixing is done (1). Since HID was applied to 1 ounce per square yard, the DS2
should be applied at not less than 1/0.025, or 40 ounces per square yard. This is about
72 cu in. or 4 pints, and when spread over a square yard uniformly, would form a liquid
layer over 50-mils thick. Such a liquid layer of DS2 could not be maintained on a surface



NAVAL REFARCH LABORATORY 11

with appreciable slope. It is doubtful, then, that enough DS2 was applied in the single
applications of Trial MI to be capable of fully neutralizing the HD present, even if a mixing
operation had been added. The low Vaporator reading can then be attributed to a mab'ing
effect.

Following these trials, it was noted that the DS2 plate was in a shinier, cleaner look-
ing condition than the DANC plate. By the following mnrning, however, the DS2 plate
showed a heavier coat of rust than did the DANC plate.

Trials V-VIII

Two unpainted steel panels were mounted in a horizontal position for these trials
(Table 5) as for Trials II to IV. The other test conditions were modified in an attempt to
identify and correct the factors believed responsible for the apparently anomalous results
of Trials II and MI. In particular, the trials were to study the agent-masking character-
istics of DS2 filn.s, and the desirability of scurbbing to improve the thoroughness of
decontamination. DANC was not used. Instead of the distinctly uneven syringe applica-
tion of mustard gas used in the prior trials, the agent was brushed on in a thin even coat
over the unpainted plates. The coverage approximated 1 ounce per square yard contami-
nation density with Trials V and VI conducted simultaneously. Throughout Trial V the
plate was scrubbed gently but firmly for 30 seconds after each DS2 application to insure
complete mixing of agent and decontaminant, but in Trial VI, the decontaminant was
applied by spray only.

In Trials V and VI, three applications of DS2 were made to each plate at 15, 45, and
60 minutes after contamination. Vaporator readings for Trial V were 12/9, 12/4, and
12/3; those for Trial VI were 12/10, 12/7, and 12/5.

Trials VII and VM were conducted simultaneously. The plates were hosed as the
first step after the usual contamination with mustard gas. The hosing represented a logi-
cal first step, i.e., washdown or firehosing, in decontamination operations aboard ship.
DS2 was then applied to both plates by spray, and scrubbed as in Trial V. With the Trial
VII plate left undisturbed, the Trial VIII plate was hosed, resulting in an increased Vapor-
ator reading. Each plate was now sprayed again. The Trial VIII plate Vaporator reading
decreased. Finally, both plates were hosed. Again, the Vaporator reading for the Trial
VIII plate increased. The final Vaporator reading on each plate was 12/4.

A comparison of Trials V and VI suggests that when DS2 is well mixed by scrubbing
with HD on a metal plate, a fourfold reduction in vapor source strength of the residual
agent (2 scale numbers) occurs. However, this result may occur only when the contami-
nated metal is not hosed before DS2 application. That is, scrubbing the DS2 into intimate
contact with HD may have the same net result as hosing before decontamination, and the
combination of hosing and scrubbing may be no more effective than either one separately.
There are strong indications that DS2, by reducing evaporation, can mask contamination
without completely decontaminating it. This is shown by comparing the Trial VIII Vapor-
ator readings (Table 5) at 1132 with 1137, and at 1155 with 1157.

The final Vaporator readings of 12/4 are consistent with the final reading of 12/3 in
Trial V if it is noted that the surface temperature in Trial V was 11 degrees lower than
that of Trials VII and VIII. This is approximately the temperature difference required
to double the mustard vapor pressure in Trials VII and VIII as compared with Trial V.
This vapor pressure, or volatility, difference is the amount required to increase the
Vaporator reading by one unit, as was observed.
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Table 5
Experimental Results of Trials V-VUI

Ii DTemperatures (*F) Vaporator Readings
Air Surface; Trial V ITrial VI

HD Applied 050915
DS2 Applied 050928 *
Vaporator Tests 050943 58 57 12/9 12/10

DS2 Applied 050959 *
Vaporatoi Tests 051014 58 59 12/4 12/7

DS2 Applied 051016 *

Vaporator Tests 051031 61 62 12/3 12/5

Trial VII Trial VIII

HD Applied 051103
Vaporator Tests 051115 65 68 12/11 12/10

Hosing 051116 Yes Yes

DS2 Applied 051120 Yes Yes
Vaporator Tests 051132 65 71 12/3 12/1

Hosing 051136 No Yes
Vaporator Tests 051137 65 68 - 12/4

DS2 Applied 051140 Yes Yes
Vaporator Tests 051155 66 73 12/3 12/1

Hosing 051157 Yes Yes
Vaporator Tests 051157 66 73 12/4 12/4

* Plate not scrubbed after these applications of DSZ.

Trials IX and X

The decontamination procedures of these trials (Table 6) were similar to the pre-
ceding trials, but were conducted on painted metal plates which were essentially identical
with those used in Trial I. The plates were arranged horizontally. The Trial IX plate
received a DS2 spray application 10 minutes after contamination with mustard gas, and
was hosed off 6 and 33 minutes later. No further treatment was given. The Trial X
plate received 2 applications of DS2 18 and 45 minutes after contamination, and was hosed
off at 12, 35, and 67 minutes after contamination. In all cases, DS2 was applied with
scrubbing. The Trial X plate is shown in Fig. 7 after five months of outdoor weathering
following decontamination. This plate underwent essentially the same treatment with DS2
as that shown in Fig. 6, but with the addition of scrubbing after each of the two DS2 appli-
cations. The somewhat more wcvere deterioration of the plate in Fig. 7 is attributed to
the scrubbing action on the paint while it was in a softened condition due to the solvent
effect of the decontaminant.


